Posiflex Fan-Free POS Terminal
KS-6600/7300 Series

Specification
Processor

System Memory
Default Memory
Video Memory
Power Supply
Housing

Front bezel
Base Stand
Speakers

OS support
Compliance
Display

LCD

Touch Sensor
Touch Controller
Brightness Control
Tilt Adjustment

Storage Device

Mounting Option
Connectivity

Audio Port

CF card slot
(Type Il , memory
card only)

LAN Port

Parallel Port

Serial Port

UPS Port
Standard USB Port
Proprietary USB
Port

VGA Port

CR Port

KS-6615Z KS-6615i KS-6617Z KS-6617Z-i
Intel Celeron M 1.5GHz (1 MB L2 cache, PGA)

DDR2 533 MHz SODIMM x1, max. 1 GB
512 MB
Dynamic video memory up to 128 MB

My Windows®
K oEmbedded

Partner

KS-7315Z KS-7315i KS-7317Z KS-7317Z-i

Intel Celeron M 1.86GHz (1 MB L2 cache) /
Core Duo 2.0 GHz / Core 2 Duo 2.16 GHz (4 MB L2 cache),
all in Micro FCPGA socket

DDR2 667 MHz SODIMM x1, max. 2 GB
1GB
Dynamic video memory up to 254 MB

+12V DC power adaptor, 80W
Aluminum Alloy
Gen 5 slim base (Gen 6 option), wall-mount
Built-in
Windows XP Pro / WEPOS / Linux / Vista
FCC-A, CE-A, RoHs, WEEE
17" LCD, 200 nits

15” LCD, 200 nits 17” LCD, 200 nits 15” LCD, 200 nits
1024x768 (XGA 1280x1024 (SXGA 1024x768 (XGA 1280x1024 (SXGA

USB or PS/2 interface mouse emulation or RS232 interface for IR touch
Hardware push button switch control or software control
From 15° to 70°

2.5” 40 GB HDD or CF memory card (Option)
Desktop or wall mount

2 Watts audio amplifier with internal speaker Mic. in/line out ports
Optional

1x10/100/ 1000 Base T Ethernet

1x SPP/EPP/ECP

4x DB9, each with +5V power supply capability
1x battery health auto-check

6x USB 2.0, 4 in I/O panel, 2 in side cover

1x for side mount option like SD-400T

1x sub D 3x5 pins, RGB analog

1x

Physical Dimension

Dimension
(WxDxH)

Weight (N. W.)

Operation
Condition

Storage Condition

2" HDD
2" CD display

Customer Pole
Display

SD-400T
UPS Battery

15” GEN. 5 SLIM BASE MODEL DIMENSIONS:
LCD @ 15°: 378 mm (W) x 324 mm (D) x 364 mm (H) or 14.9" x 12.8”" x 14.3”
LCD @ 70°: 378 mm (W) x 305 mm (D) x 296 mm (H) or 14.9” x 12.0" x 11.7”
15” GEN. 6 SUPER SLIM BASE MODEL DIMENSIONS:
LCD @ 15°: 378 mm (W) x 312 mm (D) x 340 mm (H) or 14.9” x 12.3" x 13.4”
LCD @ 70°: 378 mm (W) x 346 mm (D) x 309 mm (H) or 14.9" x 13.6" x 12.2”
17” GEN. 5 SLIM BASE MODEL DIMENSIONS:
LCD @ 15°: 426 mm (W) x 328 mm (D) x 418 mm (H) or 16.8” x 12.9” x 16.5”
LCD @ 70°: 426 mm (W) x 356.4 mm (D) x 320 mm (H) or 16.8” x 14.0” x 12.6”
17” GEN. 6 SUPER SLIM BASE MODEL DIMENSIONS:
LCD @ 15°: 426 mm (W) x 316 mm (D) x 396 mm (H) or 16.8” x 12.
LCD @ 70°: 426 mm (W) x 356 mm (D) x 333 mm (H) or 16.8" x 14.
Gen.5 Slim base 15" 9.4 kg (20.7 Ibs), 17”: 12.5
Gen. 6 Super Slim base 15" 10.2 kg (22.5 Ibs

kg (27.6 Ibs)
17”:13.3 kg (29.3 Ibs

5°C~+40°C (41°F~+104°F), 20%RH~80%RH, non-condensing max. wet bulb 26°C (78.8°F)

-20°C~60°C (-4°F~140°F ) without UPS battery, -20°C~40°C (-4°F~104°F ) with UPS battery, 10%RH~80%RH, non-condensing max.

wet bulb 28.9°C (84.0°F

YES

12" LM-6101; 15" LM-6301, VGA port

PD-2501: 11mm, 2x20 VFD display, 5x7 dot matrix, RS232 interface
PD-2602: 9mm, 2x20 VFD display, 5x7 dot matrix, RS232 or USB interface
PD-306: 9mm, 2x20 LCD display, 5x7 dot matrix, RS232 or USB interface

MSR and/or Finger print sensor
2.3 Ahr/ 12V, in base stand

Information and specifications in catalogue are subject to change without notice.
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